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PLUG RAZGRTAČ FISKNI   
S PRIKLJUČKOM

RIDGER PLOUGH WITH 
ATTACHMENT

FURCHENPFLUG MIT
FESTEM ANSCHLUSS

PLUG RAZGRTAČ FISKNI   

LABINPROGRES - TPS  

Technical features
Engine: 4-stroke gasoline, 3.6-4.04  kW, air cooled.
Transmission: features case chain in running oil, coupled to belt drive; 1 forward and 1 reverse speed.
Tiller rotation:  140 rpm.
Tiller: working width 50 and 80 cm.
Weight: 55 kg.
Safety device: lever on handlebars disengages cultivator.
Accessories: ridging plough.

Technische Merkmale
Motor:  4-Takt-Benzin-Motor, 3.6-4.04 kW, Luftkühlung.
Antrieb / Getriebe:  Riemen und Kette im Öl laufend; 1 Vorwärtsgang und 1 Rückwärtsgang.
Drehzahl der Hacke:  140 U/Min.
Hacke:  Arbeitsbreite 50 und 80 cm.
Gewicht:  55 kg.
Sicherheitsvorrichtung:  Die Motorhacke hat eine Sicherheitsvorrichtung die den Antrieb der Motohacke   
 unterbricht wenn der Sicherheitshebel am Lenker losgelassen wird.  
Zubehör:  Furchenpflug.

Tehnički podaci
Motor:  4-taktni benzinski, 3.6-4.04 kW, zračno hlađen. 
Transmisija:  remeni i lanac uronjen u ulje; 1 brzina za vožnju naprijed i 1 za vožnju natrag.
Broj okretaja kopačice: 140 okr/min.
Kopačica:  radna širina 50 i 80 cm.
Težina: 55 kg.
Zaštitni uređaj: kopačica je opremljena uređajem koji svodi na minimum rizik od ozljeda.   
 Uređaj vrši automatski prekid transmisije kad se ispusti iz ruku odgovarajuća   
 komandna poluga. 
Priključci:  plug razgrtač.
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